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SOLAR INVERTER GD SERIES
3000W~5500W

— RSB
Application
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Features

BHER, BFCREBTE
Lithium Battery Auto-restart Function, More Convenient for Lithium Battery Charging

WhestBm=t, HAESDACAPRREIR/H B/ Bty BAE S L
Intelligent Power Supply Mode, Intelligent Distribution of Solal Panel/Mains/
BatteryPower Shares

TS B /PVIE AR FB RIS BE AT, WM CCACE 7 it 75 R R
utility Charging Voltage/PV Charging Voltage Adjustable, Match Different Battery
Charging Requirements

BENG, SERE, HFEER
slim Body, Convenient Installation And Transportation

TREATFFXBMPHREINE: REERS

Battery Reverse Connection Protection with Fuse Switch, Safer Installation

1.0 PF, MXGEE, ERFEDRE/ AR/ EB/4%
PFL.0, High Efficiency, Lower Consumption Energy Conservation/Environmental
Protection/Electricity Saving/Cost Saving

ZRAHEMIIE: BRERKMRE
Support Working without Battery: Reduce Solar System Cost

BEFLHIAL, ERBAZRNGR, FEHLR

Parallel Function Up to Maximum 9 Units: Enlarge More Loads

WHBEMER, 5% EaEE

High Precision of Output Voltage,+5%, Take Care of Your Appliances

A USMEwifi, BIBSCE L

Communication Option: External WIFI, Supervise at Any Time

S Model GD3024EMH GD3024JMH GD5548JMH
#MABIRInput Formation L+N+PE
BA BEMNBEAC Input 208/220/230/240VAC
AC Input voltage
BEEEInput Voltage Range 154-264VAC*3V (E##Normal Mode) 185-264VAC+3V (UPSH#UPS Mode)
AEEEFrequency 50/60Hz (&R Adaptive)
W BENERGted Power 3000w 3000w 5500W
$HBEOutput Voltage 208/220/230/240VAC£5%
$t3AFEOutput Frequency 50/60Hz+0.1%
#AZ Output Wave 4§IE3Z K Pure Sine Wave
it 3 ML AIOms, RARB20ms
Output #3R837E) (F3) Transfer Time(Adjustable) 10ms for Computer Equipment,20ms for Household Equipment
B{EThEPeak Power 6000VA 6000VA 11000VA
e Bt Battery Mode : Imin@102%~110% load 10s@110%~130% load
87 Overload Ability 3s@130%-150% load 200ms@>150% load
HENE (BitEst) >94%
Peak Efficiency(Battery Model)
#iie BERated Voltage 24vDC 48VDC
ity EERBBRE (FJiR)
Battery Constant Charging Voltage (Adjustable) 28.2vDC 56.4vDGC
FREGBE (F13R)
Float Charging Voltage (Adjustable) 27VDG 54VpC
PVFEEA PV Charging Method MPPT
PVi@ A ATZIEMax PV Input 3000w 4000w 5500w
JBERSEEMPPT Tracking Range 30~400VDC 120~500VDC 120~500VDC
®EVMpI{FEE Best VMP Working Range 300~320VDC 300~400VDC 300~400VDC
T
Charger BAPVISNBE MAX PV Input Voltage 400VDC 500VDC 500VDC
M|APVFERHRE MAX PV Charge Current 80A 100A 100A
RAT EILEFA MAX AC Charge Current 60A 60A 60A
AT MAX Charge Current 80A 100A 100A
SF0isplay LCD B RRIE{TRR/AH/MN/ME%Can display operating mode/load/input/output
RS232 5PIN/Pitch2.564mm, ##¥#Baud Rate 2400
i RIEMERO 2x5PIN/Pitch2.54mm 2 iBBMSlfEF. WIFIF. FRAFS
Expansion Slot Communication Interface Lithium Battery BMS Communication Card,WIFI 2x5PIN/Pitch2.54mm
#HEOParallel Interface Not SUPP?JQO%I,S, Noxﬁ?ﬂ:%«fmm fFtIhiESupport Parallel
BITIFRAE Operating Temperature 0°C~40°C
772 EStorage Temperature -15°C~60°C
BIRME RN 1000m, 1000miA LS, ®#H4000m, BFIEC62040 to IEC62040
Ambier}: ’::k BMBEL Ork Altitude No more than 1000m, If 1000m< Rate power will lower, MAX 4000m, Refer
p
E{TH SR EOperating Environment Humidity 20%~95%E A @Non Condensing
W ENoise <50dB
PI2L HDimension RREL'WH (mm) 399+*285*118 495*312*125mm
#EFIME Standards and Certifications EN-IEC 60335-1,EN-IEC 60335-2-29,IEC 62109-1




ENERGY STORAGE INVERTER GD
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8000VA~I1000VA
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Lithium Battery Auto-restart Function , More Convenient for
Lithium Battery Charging

Intelligent Power Supply Mode, Intelligent Distribution of Solar
Panel?Mains/BotteryPower Shares

Utility Charging Voltage/PV Charging Voltage Adjustable ,
Match Different Battery Charging Requirements

Slim Body, Convenient Installation And Transportation

Battery Reverse Connection Protection with Fuse Switch, Safer
Installation

PF1.0, High Efficiency, Lower Consumption,Energy Conservation/
Environmental Protection/Electricity Saving/Cost Saving

Support Working without Battery: Reduce Solar System Cost
Parallel Function Up to Maximum 9 Units: Enlarge More Loads

High Precision of Output Voltage,+5%, Take Care of Your
Appliances

Communication Option: External WIFI, Supervise at Any Time

BMS function for lithium battery

Model

Nominal Voltage

‘ GD11048JMH

220/230/240VAC

Voltage Range

90-280VAC=*3V (Inverter Mode) 170-2B0VAC+3V (UPS Mode)

Frequency

50-60Hz Auto sensing

Rated Output Power

8000w nooow

output Voltage (AC)

220/230/240VAC£5%

Output Frequency

50/60Hz£0.1%

Waveform

Pure sine wave

Transfer time(AC to DC)

10ms for Computer Equipment,20ms for Household Equipment

Peak Power

16000VA 22000vA

Overload Capacity (Battery Mode),

21s@105%~150% Load  Ts@150%~200% Load 400ms@>200% Load

Peak Efficiency (Battery Model) 98%

Norminal Voltage 48vDC

Constant Charging Voltage 56.4vDC

Float Charging Voltage 54vDC

PV Charging Way MPPT

Max PV Input Power 2*4000W 2*5500W
MPPT Controller Voltage 90-500vDC

MAX PV Input Voltage 500vDC 500vDC
MAX PV Charge Current 120A 150A
MAX AC Charge Current 60A 60A
MAX Charge Current 120A 150A

LCD Display

AC input Voltage,AC input frequency,PV Voltage PV Current,Output Voltage,
Output Frequency, Battery Voltage,Load Current.etc.

RS232

5PIN/Pitch2.0mm

Expansion Slot Communication
Interface

2x5PIN/Pitch2.54mm, Lithium battery BMS communication card, WIFI, etc

Parallel Interface

Yes

Operating Temperature

0~40°C

Humidity 20%~95% (Non-condensing)
Storage Temperature -16~60°C
Altitude <1000m
Noise(dB) <50db
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